








QUICK CONNECTORS

APPLIED NEW PRODUCTS

High Speed Medical Quick Connectors
for CGA-870

View the new video
“High Speed Oxyconnect
Quick Connector”
video demonstration at
www.applied-inc.com.

Part Numbers
1/4” NPT 1109-9931
1/2” NPT 1109-9932

HIGH SPEED MEDICAL QUICK CONNECTOR

High Speed OXYCONNECT™ Quick Connector
(CGA-870): The patented* “lever action” High Speed
OXYCONNECT™ Quick Connector forms a gas tight seal
with a simple up or down stroke of the lever. Simply
position the cylinder in the side loading bay and push

the lever up or down to hold the cylinder in place.

During the filling process gas pressure (only 15 psig or
more) locks the quick connector to the cylinder valve
helping to prevent an accidental release. Relieve the

gas pressure by pushing up or down on the lever and
the cylinder releases easily into your hands. Some

users advise that their production has increased
approximately 2.5 times from faster cylinder loading

and unloading. Utilizes all brass and stainless
construction for years of dependable service and safety.
BAM oxygen tested and certified.See our website at
www.oxyfuelsafety.com and click downloads “High Speed
OXYCONNECT™ Quick Connector” for a video
demonstration.* Patent pending

FEATURES
+ “Lever action” makes changing cylinders fast and easy.
+ Pushing up or down on the lever
releases the cylinder for faster changeover
(estimated at 2.5 times faster than standard
yoke connections).
More and faster production from each
filing rack or station.
All brass and stainless steel construction
for maximum safety and durability.
+ Gas pressure locks the cylinder in place
until safely vented.
BAM (DIN) Certified for Oxygen Service
+ Available with 1/4” NPT male and 1/2” NPT male connections.
Meets CGA standard CGA-870 and other requirements.

BENEFITS
+ Save time and help eliminate repetitive motion injuries.
Fast loading and unloading of cylinder fill racks saves labor
and production costs.
One filling rack does the work of two or more standard filling
racks saving space and time
+ Brass is one of the materials for oxygen equipment and
provides years of service
Added safety and confidence because the cylinder can'’t
be released until the valve is closed and gas pressure relieved.
+ Tested with promoted ignition testing and certified safe
for oxygen service.
+ Installs easily on pigtails and all popular filling racks including
vertical and inverted styles.



QUICK CONNECTORS

Economy Medical Quick Connector for CGA-870

View the new video
“Economy Oxyconnect
Quick Connector”
video demonstration at
www.applied-inc.com.

Part Number
1/2” NPT 1109-9940

Economy OXYCONNECT™ Quick Connector (CGA-870):

A short turn on the adjusting knob locks cylinders in place (1/2
turn locks the cylinder valve). The Economy OXYCONNECT™
Quick Connector forms a gas tight seal with a simple twist of the
adjusting screw. Simply position the cylinder in the side loading
bay and twist the adjusting knob 1/2 to 3/4 of a turn. During the
filling process gas pressures (only 25 psig or more) locks the
quick connector to the cylinder valve helping to prevent an
accidental release. Simply relieve the gas pressure and turn the
adjusting knob 1/2 to 3/4 of a turn and cylinder comes off into
your hands. Designed for oxygen service and meets CGA
standards. The economy quick connector utilizes aircraft grade
aluminum construction with brass for lightweight and durability.
Many users advise that their production has increased approxi-
mately 2.0 times faster from cylinder loading and unloading.
See our website at www.applied-inc.com and click downloads
“Economy OXYCONNECT™ Quick Connector” for a video
demonstration.

FEATURES
+ Lower cost single turn quick connector provides

fast change over
+ Made from corrosion resistant aircraft

grade aluminum and stainless steel.
Side loading
Gas pressure automatically locks the
cylinder in place until safely vented.

+ Available with 1/2” NPT male connections.
Meets CGA standard CGA-870
and other requirements.

BENEFITS

+ Turn the adjusting knob less than one full turn and the cylinder is
locked in place.
Lightweight yet durable for years of service.
Faster unloading and loading of all sizes of post valves.

» Added safety and confidence because the cylinder can’t be released until the
valve is closed and gas pressure relieved.
Installs easily on pigtails and all popular filling racks includingvertical and
inverted styles.
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